Introduction
Thedevelopmentofdigitalimageprocessingmethodsmakesitpossibletoday to employ photogrammetric methods in different measurement systems used in variousapplications�Theautomationofmeasurementsisherenearlyalwaysacon-ditionforacommercialsuccess,enablesthesystemtobeoperatedbynon-professionals,andreducesthetimefortrainingthem� Oneofapplicationsofphotogrammetricmethodsincludesthesurveyofapostaccidentsituationinroadtraffic�Theuseofphotogrammetryinthatcaseseemstobe absolutelynormal:photosaretakenattheaccidentsite,whichdocument,firstofall, thoseremainswhicharelaterlikelytoberemovedordamaged,likee�g�chipsofglass, tracesofvehiclebraking,stainsleftbyspilledautomotiveliquids,etc�Suchphotos, takeninaccordancewithspecificrules,maybeusedforthephotogrammetricreconstructionofthegeometryofselectedobjectsandtheirlocationinrelationtoeachother� Therecordingofidentifiedtracesisobjectivebynature,thatiswhyphotographyprovidesfull-valueevidenceintheprocessofroadaccidentreconstruction�One should,however,bearinmindthatonlyaseriesofphotosofthesamespatialsituation,shotfromvarious,carefullywell-thought-outviewsandinaccordancewith specificrulescanprovideafull-valuemetricmaterial� Photogrammetricmeasurementsinpost-accidentsurveysinPolandhavebeen usedformanyyears,althoughincidentally�Inthe1970sand1980s,someregional police headquarters had their own photogrammetry units and labs, and their job included recording images made with photogrammetric cameras and processing them with the use of analog stereoplotters� Obviously, such measurements were
Despite the continuous improvement of survey methods and advances made in survey equipment technology, the elimination of outliers still remains an issue today. When performing an adjustment one often assumes a very simple probability distribution of errors, such as a normal distribution. In classical statistics the correctness of the results relies on the assumption, that the chosen errors distribution model is strictly true. This is, in fact, often not the case, as the large errors occur considerably more often than the normal distribution would suggest. Even the high-quality samples analysed in astronomical research, containing several thousands of measurements each, do not follow the normal probability distribution. Deviations from the model may occur due to e.g. blunders in measuring, incorrect point numbering, errors made during data copying etc. [12] .
Although there exists a wide range of literature concerned with gross errors detection and elimination, this surveying problem is still being discussed. There are many so-called methods robust against the in uence of gross errors, which can generally be divided into two groups.
The  rst group includes methods based on the criteria of so-called robust estimation. These methods minimise the in uence of the outlying observations on the  nal result of the computations by modifying of the observation weights.
The second of them consists of methods where results, obtained by the least squares adjustment are analysed with the use of statistical tests. In these methods an identi ed outlier is removed from the dataset. If multiple outliers occur, the iterative process of least squares adjustment is conducted and followed by tests. The observations suspected of gross errors are discarded from the dataset [1] . A few commonly used methods of these groups are presented below.
